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Manual Adapter Configuration 

1. When launching Leaf for the first time after installation you get the following error 
message launching Leaf. 

 
 

 
 

2. This might mean your Leaf Networks Adapter did not get properly configured 
during installation.  To check, go to Start menu then select Control Panel then 
select System. 

 

 
 
 
 
 
 



   
3. Select the Hardware tab 
 

 
 
4. Then select the Device Manager button and scroll down and expand the Network 

adapters. 
 



   

 
 
5. Double-click the Leaf Networks Adapter the Properties dialog and select the 

Advanced tab. 
 



   

 
 
6. From the Property list select Media Status and change the Value to Always 

Connected.  
 



   

 
 
7. Press OK and exit out of Device manager and press OK on System Properties 

dialog. 
 
8. Now from the Control Panel, select Network Connections. 

 



   

 
 

9. Right mouse click on the Leaf Networks Adapter (NOTE: The display name might 
say Local Area Connection 3) and select Properties and scroll down and select 
Internet Protocol (TCP/IP). 

 



   

  
 
10. Select Properties button and select “Use the following IP address” and enter: 

a. IP address: 5.0.0.3 
b. Subnet mask: 255.0.0.0 
c. Leave Default gateway empty 
 

11. Select “Use the following DNS server addresses” and leave all fields empty. 
 
12. Start Leaf, if you see same error message select “OK” then exit out of Leaf and 

try again. 


